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Abstract

The work of this thesis concerns depolarization regions in the homogenization of
random, particulate composites. In conventional approaches to homogenization,
the depolarization dyadics which represent the component phase particles are pro-
vided by the singularity of the corresponding dyadic Green function. Thereby, the
component particles are effectively treated as vanishingly small, point-like enti-
ties. However, through neglecting the spatial extent of the depolarization region,
important information may be lost, particularly relating to coherent scattering
losses. In this thesis, depolarization regions of nonzero volume are considered.
In order to estimate the constitutive parameters of homogenized composite ma-
terials (HCMs), the strong-property-fluctuation theory (SPEFT) is implemented.
This is done through a standard procedure involving the calculation of succes-
sive corrections to a preliminary ansatz, in terms of statistical cumulants of the
spatial distribution of the component phase particles. The influence of depolar-
ization regions of nonzero volume on the zeroth (and first), second and third order
SPFT estimates of HCM constitutive parameters is investigated. Both linear and

weakly nonlinear HCMs are considered.
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Notation

Symbol | Description Type
E electric field 3 vector
H magnetic field 3 vector
B magnetic induction 3 vector
D dielectric displacement 3 vector
F electromagnetic field vector 6 vector
Q electromagnetic source vector 6 vector
K constitutive dyadic 6 x 6 dyadic
Je electric current density 3 vector
N magnetic current density 3 vector
_ permittivity dyadic 3 x 3 dyadic
B permeability dyadic 3 x 3 dyadic
B magnetoelectric constitutive dyadic 3 x 3 dyadic
B magnetoelectric constitutive dyadic 3 x 3 dyadic
V) shape dyadic 3 x 3 dyadic
L correlation length scalar
particle size scalar
G dyadic Green function 6 x 6 dyadic
D depolarization dyadic dyadic
f- volume fraction of phase scalar
I identity dyadic 3 x 3 dyadic
1 identity dyadic 6 x 6 dyadic
0 permittivity of free space scalar
0 permeability of free space scalar
Ko free-space wavenumber scalar
! angular frequency scalar

Vector quantities are underlined. Double underlining and normal (bold) face
signifies a 3x3 (6x6) dyadic. The inverse, adjoint, transpose and determinant of

a dyadic M_are denoted by M. *,adj M ,M" and det M .



Abbreviations and Acron yms

Symbol | Description

Br Bruggeman

MG Maxwell Garnett

HCM homogenized composite material
FCM Farady chiral material

DGF dyadic Green function

SPET strong-property-fluctuation theory




Chapter 1

Introduction

1.1 Overview

The work of this thesis concerns depolarization regions in the homogenization of
random, particulate composites. The composite may be regarded as an effectively
homogeneous material provided that wavelengths are sufficiently long compared
with the dimensions of the component phase particles. In electromagnetics, the
estimation of the constitutive parameters of homogenized composite materials
(HCMs) is a matter of long-standing, and ongoing, scientific and technological
importance [1]. In conventional approaches to homogenization, the depolariza-
tion dyadics which represent the electromagnetic responses of component phase
particles are provided by the singularity of the corresponding dyadic Green func-
tion [2, 3]. Thereby, the component particles are effectively treated as vanishingly
small, point-like entities. However, through neglecting the spatial extent of the
depolarization region, important information may be lost, particularly relating
to coherent scattering losses. In this thesis, depolarization regions of nonzero
volume are considered. In order to estimate the constitutive parameters of ho-
mogenized composite materials, the strong-property-fluctuation theory (SPFT)
is implemented [4, 5, 6, 7, 8]. This is done through a standard procedure involv-
ing the calculation of successive corrections to a preliminary ansatz, in terms of
statistical cumulants of the spatial distribution of the component phase particles.

The influence of depolarization regions of nonzero volume on the zeroth (and
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first), second and third order SPFT estimates of HCM constitutive parameters is
investigated. Both linear and weakly nonlinear HCMs are considered.

In Chapter 2, the analysis is developed within the most general linear setting of
bianisotropic homogenized composite materials. Numerical studies are presented
for two representative bianisotropic HCMs, namely a reciprocal bianisotropic ma-
terial and a Faraday chiral material. These studies reveal that estimates of the
HCM constitutive parameters in relation to volume fraction, particle eccentricity,
particle orientation and correlation length are all significantly influenced by the
size of the component phase particles.

In Chapter 3, we consider weakly nonlinear HCMs. By taking the nonzero par-
ticle size into consideration, attenuation is predicted and nonlinear enhancement
is somewhat diminished. In these respects, the effect of particle size is similar to
that of correlation length within the bilocally-approximated SPFT.

In Chapter 4, we present an extended version of the third—order SPFT in which
the component particles are represented as depolarization regions of nonzero vol-
ume. Numerical results are provided for a bianisotropic homogenization scenario
wherein the HCM is a Faraday chiral material. Thereby, convergence of the ex-
tended SPF'T at the second—order level of approximation is demonstrated within

the long—wavelength regime.

1.2 Maxw ell equations and constitutiv e relations

1.2.1 Time domain

The macroscopic description of the electromagnetic properties of materials is

provided in the time domain by the Maxwell equations [9]
11— B5(rt) = F(r1):
VxH(EY - BRI = o t); (1.1)

V x E(r;t) + gE(L; t) = —J,(r;t); (1.2)
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VD(r;t) = "e(r;t); (1.3)

V +B(r;t) = 0: (1.4)

In these four equations, D (r;t); E(r;t); B(r;t) and H (r;t) represent the dielectric
displacement, electric field, magnetic induction and magnetic field, respectively,
while the electric current and charge densities are represented by J. o(r;t) and
“e(r; 1), respectively. The divergence relations (1.3) and (1.4) are just a conse-

quence of the curl relations (1.1) and (1.2), combined with the following continuity

equations for the source terms

Ve Jo(rit) + g}(gt) =0: (1.5)

These Maxwell equations represent two vector differential equations in four un-
known vector fields, which means that we can not get the solution just from
them. In order to specify unique solutions, further equations are required. These
are provided by the constitutive relations. Here we use the most general linear
constitutive relations for spatially-local materials [10, 11],

Z,

D)= [mt—t)-E@)+ _(nt—t) -H@Odts  (16)

Z
Bry—  [mt-9-EGO+ mt-0-Aeode  (17)
= -
where Z(r;t — t9); :(L; t—t9; :(L; t—t9 and T(rt— t9 are the time-domain consti-
tutive dyadics. I\Eaterials de_scribed by the_constitutive relations (1.6) and (1.7)
are called bianisotropic. Field D can be thought of arising in response to an ap-
plied field E (and H). In these equations the fields are functions of time. Because
no material can respond instantaneously to an applied field, the time dependence
of D is different to that of E, so that field D at time t depends on the field E that

was acting at all times less than t. This property is called ”causality”. Weakly

nonlinear materials will be considered in Chapter 3.
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1.2.2 Frequency domain

In order to make the equations (1.1), (1.2), (1.6) and (1.7) convenient to solve,
we use Fourier transformation to transfer them from time-domain to frequency-

domain. Let us introduce the frequency-domain constitutive dyadics _(r;!); (r;!),

(r;!)and (r;!), defined through the Fourier transformations

Z
G =5-  _mDep(-itnd; (=555 (1.8)
. =
along with the field phasors D (r;! );E(r;! );B(r;! ) and H(r;! ), defined simi-
larly via
1 Z1
Ty =5 Tmhesp(—it Odts (T =DBEH):  (L9)

1

Thus, by using the convolution theorem [12], the constitutive relations (1.6) and
(1.7) are expressed in the frequency domain as

D(r;!)=_(r;!)«E(! )+ _(5!) «H(r;!); (1.10)

B(r;!)= (') -E(m!)+ (1) -H(r;!): (1.11)

Moreover, the Maxwell curl equations (1.1), (1.2) are given in the frequency

domain as

VxH@E! )+t D(r;!)=Jd.(r;!); (1.12)
VxE@r!) =it B(r;!)=0; (1.13)

where the terms J (r;! ) are the Fourier transforms of Jg (r;t), defined as in

(1.9).
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1.2.3 6 x 6 dyadic notation

After substituting the constitutive relations (1.10) and (1.11) into the Maxwell
curl equations (1.12) and (1.13), we get a self-consistent system of differential

equations

L(V)+il K(r; )]« E(r;! ) =Q(r;!); (1.14)

where, in 6-vector/dyadic notation [13], the linear differential operator L(V) and

constitutive dyadic K(r;! ) have the representations

2 3
0 V x|
L(V)=4 = =5, (1.15)
-V x| 0
2
r;! r;!
Kr;!)=4 Lt) ) S5 (1.16)
B () ()
while the electromagnetic field vector F(r;! ) and source vector Q(r;! ) are de-
fined as
2 3
E(r;!
F(r;1)=4 E(rt) 5, (1.17)
H(r!)
2 3
Jeo(r;!
Q(r;!)=4 Lot 5: (1.18)

Since (1.14) is a linear vector equation, we can express its solution in terms of
the dyadic Green function G(r —r8!) as

Z
F(r;!)= G —r51)-Q(r5!)d%5 (1.19)

r(r »
where r and rare the field and source points respectively, and all source points
are contained within the integration volume V° The dyadic Green function G(r—
r%1 ) itself is the solution of the differential equation [3]

L(V)+it K1) -G —r%1) = (r—1oL (1.20)



in which the Dirac delta function (r —r% and the 6 x 6 identity dyadic I are the

source terms of the equation (1.14).

1.3 Homogenization

1.3.1 Generalities

Here we concentrate on two-phase random composite materials. See (1.1). The
component phases are designated as a and b. All space is partitioned into the
disjoint regions V, and V, which contain the phases a and b, respectively. The
volume fraction of phase ais given by f 5, while that of phase bby f, = 1—f,. The
component phases are themselves homogeneous; i.e., their constitutive dyadics
are assumed to be independent of the spatial coordinate r. We consider the most
general linear scenario wherein the component phases a and b are taken to be
bianisotropic materials with 6 x 6 constitutive dyadics Ea and ﬁb, respectively;

ie.,

C(r) =K -F(r); revi; (=ab; (1.21)

wherein the 6-vector electromagnetic fields

2 3
Cr)=4 P 5, (1.22)
B(r)
and
2 3
F(r)=4 E(r) 5; (1.23)
H(r)

are specified in terms of the complex-valued dielectric displacement D, electric
field E, magnetic field H and magnetic induction B phasors, while the complex-

valued 6 x 6 constitutive dyadic

; (1.24)

i
|
AN
I
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comprises the 3 X 3 permittivity and permeability dyadics _. and __, respectively,

as well as the magnetoelectric constitutive dyadics —and . For convenience,

henceforth we neglect to write the ! ~dependency of the field quantities and consti-
tutive dyadics. Moreover, we assume that the inclusions are randomly distributed,

but identically orientated, ellipsoids with surface parameterized as
re( 3 )= U-r(; ) (1.25)

where F( ; ) is the radial unit vector depending on the spherical polar coordinates
and , U is a real-valued symmetric shape dyadic, and is a linear measure of

the inclusion size[3].

I/’ ’
{477
II,,J/III

Figure 1.1: A random assembly of two different types of ellipsoidal particles. For
the SPFT, the ellipsoids all have the same shape and orientation.

1.3.2 Depolarization dyadic

Suppose now that the component particle is embedded within a bianisotropic
comparison material, characterized by the 6x6 constitutive dyadic écm. The
comparison material is homogeneous. The electromagnetic response of the ellip-
soidal particle of size parameter , occupying the region of volume V, is provided

by the depolarization dyadic [3]

(r) & (1.26)



In order to consider the depolarization dydic of a particle of nonzero volume, we
express D _ () as the sum

D _()=D° +D° () (1.27)

—U=cm —U=cm =—=U=cm

where Q?J:cm is the contribution to the depolarization arising in the limit — 0

(e, from the singularity of G __, while ngcm( ) is the contribution to the
depolarization associated with the the nonzero size of the inclusion particle. In
Chapter 2, we describe the details of how to calculate ngcm and D70 ().

—=U=cm

1.3.3 Distributional statistics

We consider the homogenization of two distinct material phases: phase a and
phase b, both of which consist of ellipsoidal particles of average size . All space
is taken to be partitioned into the disjoint regions V, and V, that contain the
phases a and b, respectively. The phases a and b are randomly distributed, as

specified by the characteristic functions [§]

®-(r)

8
2 1L reV
= : : (C =a;b): (1.28)

0; r¢Vv

In particular, within the SPFT statistical moments of ®- are utilized to charac-
terize the component phase distributions. The averaging process is taken over
all possible assembles of the two component materials. Sometimes this average
is called the ’ensemble average’. The volume fraction of phase ~ is given by the

first moment; i.e.,

(@ (r)) =1+ (C=ab); (1.29)

and we have f, +fp = 1. The physically-motivated step function [4]

8
3 f Ut-r-r<L

o (r) o
(@ (r) @ (r%) :

(= a;b) (1.30)
f2. U te(r—r9|>L
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is often adopted as the second moment for the second—order SPFT. The corre-
lation length L is required to be much smaller than the electromagnetic wave-
length(s) but larger than the size of the component phase particles. It is worth
noting that the second-order SPFT estimates of the HCM constitutive parame-
ters have been found to be largely insensitive to the particular form of the second
moment [26]. In keeping with (1.30), the third-order SPFT has been established
for the third moment [14]

8
f3; min{Lip;L13;Los} > L
f; max{L1z; Li3;Log} <L
(O () (1) @ (r°) = ;
% %(f+2f3), one Olez;ng,;nggL
%(2f+f3), two of L1o; L13; Lo <L

(1.31)

where

T=ah L= U T (r =105 Lis=|U te(r—r%]; Las= U * - (r°—r%]:
(1.32)

1.3.4 Homogenization formalisms

Depolarization dyadics are important mathematical constructions in homogeniza-
tion analyses as they characterize the electromagnetic field inside inclusions (i.e.,
component phase particles) embedded within a homogenous background. Often
the inclusion particles are treated as vanishingly small point-like entities; under
this approximation, the corresponding depolarization dyadic is represented by
the singularity of the associated dyadic Green function [2, 3]. However, through
neglecting the spatial extent of the inclusions, potentially important information
may be lost, especially when coherent scattering losses are under consideration
[15, 16]. Extended versions of both the Maxwell Garnett homogenization formal-

ism [17, 18] (see §1.3.5) and the Bruggeman homogenization formalism [17, 19]

18



(see §1.3.6) have been developed in which a nonzero volume is attributed to the
component phase particles, but these analyses apply only to isotropic HCMs and
adopt a simplistic description of the distributional statistics of the component

phases.

1.3.5 Maxw ell Garnett formalism

The Maxwell Garnett (MG) formalism is designed for composite materials con-
sisting of well-separated inclusions embedded in a simply connected host material.
In the general case of a bianisotropic composite, in which the inclusion and host
phases are characterized by the constitutive dyadics K . and K o’ respectively,
and the ellipsoidal inclusion geometry is specified by the shape dyadic U, we
have [20]

K, = £b+fa%a:b (L1l fag| =b( ) '%a:b) ! (1.33)

as the MG estimate of the constitutive dyadic of the HCM. The term

= (K -K)-L+i'D_() (K -K) % (1.34)

— | f— —a =—b

in (1.33) is a generalized polarisability dyadic, and D _ ( )(D,_( )) is the de-
polarization dyadic associated with an exclusion volume specified by the shape
dyadic U(L), in the phase b host material.

1.3.6 Bruggeman formalism

The Bruggeman formalism (Br) is designed for composite materials in which
both component materials consist of particulates and have a similar topology.
No assumptions about the volumetric proportions of the component materials
are made, which means that when dealing with the Br formalism both the in-
clusion and host phases maybe assumed to have particulate topologies and the
distinction between the “inclusion” and “host” phases is rather artificial. For
bianisotropic composites, arising from particulate component phases a and b of
ellipsoidal topology characterized by the shape dyadics ga and gb, respectively,
the Br estimate of the HCM constitutive dyadic K g, is obtained by solving the
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nonlinear equation

faa®®" +fpa® =0 (1.35)

The generalized polarisabilities in (1.35) are

o — (K ~K_)-[I+i D, ()" (K —K_ )5 (1.36)

—yUea=

%b:Br - (éb_ésr) ’ !"’" it D ()~ (éb_éBrﬂ g (1.37)

—=—Ub=Br

and D, . ( )(D,,_g, ( )) is the depolarization dyadic of a U_-shape (U, -shape
) exclusion volume in the HCM with constitutive dyadic K g, Lhe usual method
of dealing with (1.35) is to apply the simple Jacobi technique [21], by which an
iterative solution is developed as

K. [nl= (K, [n-1]); (n=12:1); (1.38)

with the initial value K [0] = K . and the operator defined as

(éBr) :{faéa S Quazsr( ) (éa K

ol < [L+i! Do () + (K — K, )] ')

= (1.39)
{fall+it D, () (K - K. )] '+

—Uae=Br

folL +i! D, ( )+ (K~ K ) '} ™

=uyb=
1.3.7 Higher order SPFT

An alternative approach to homogenization is provided by the strong—property—
fluctuation theory (SPFT), in which a comprehensive description of the distri-
butional statistics of the component phases can be accommodated. While the
origins of the SPFT lie in wave propagation studies for continuous random ma-
terials [22, 23|, the SPFT has lately gained prominence in the homogenization of
particulate composites [24, 5, 6, 7, 8]. By means of the SPFT, the HCM con-
stitutive parameters are estimated as successive refinements to the constitutive
parameters of a homogeneous comparison material. Iterations are expressed in

terms of correlation functions describing the spatial distributions of the compo-
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nent phases. In principle, correlation functions of arbitrarily high order may be
incorporated; in practice, the SPFT is usually implemented at the second order
level of approximation. In fact, convergence of the SPFT scheme at the second
order level of approximation has been established for a wide range of linear HCMs
[25]. The constitutive dyadic of the HCM, as estimated by the nth—-order SPFT,

is given by [26],

p h "
KM K - — I14+3"(;L)-D,_ () - (1.40)

=HCM  =cm |l —U=cm

Herein, the constitutive dyadic ﬁcm characterizes a comparison material whose
constitutive parameters are provided by the Bruggeman homogenization formal-
ism. The depolarization dyadic 2u=cm( ) corresponds to component particles
with shape dyadic U embedded in the comparison material; the same shape
dyadic is assumed for both component phases. Explicit expressions for the nth
order mass operator term é[”]( ; L), which depends on both the size parameter

and the correlation length L, are provided in Chapters 2, 3 and 4. The zeroth
and first order SPF'T estimates of the HCM constitutive parameters are the same
as the Bruggeman estimate of the HCM constitutive parameters. Details of the

second order and third order SPFT are presented in Chapter 2, 3 and 4.
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Chapter 2

Linear bianisotropic composites

2.1 Overview

In this chapter, we present an extension to the strong—property—fluctuation theory
in which depolarization regions of nonzero volume and ellipsoidal geometry are
accommodated. Therein, both the size and spatial distribution of the component
phase particles are taken into account. The analysis is developed within the most
general linear setting of bianisotropic homogenized composite materials (HCMs).
Numerical studies of the constitutive parameters are presented for representative
examples of HCM; both Lorentz—reciprocal and Lorentz—nonreciprocal HCMs are
considered. These studies reveal that estimates of the HCM constitutive param-
eters in relation to volume fraction, particle eccentricity, particle orientation and
correlation length are all significantly influenced by the size of the component
phase particles. The theory presented in this Chapter builds on the theory pre-
sented in [42]; here we deal with the bianisotropic scenario whereas the anisotropic

dielectric scenario was dealt with in [42].
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2.2 Homogenization

2.2.1 Depolarization region

Let us consider an ellipsoidal particle of volume V, , oriented arbitrarily in R3.

The ellipsoidal surface of V, is parameterized by

re( 5 )= U-r(; ) (2.1)

where F ( ; ) is the radial unit vector specified by the spherical polar coordinates
and . The 3x3 shape dyadic U, which is real symmetric with unit determinant,
maps the spherical region V of radius onto the ellipsoidal region V,. The
linear dimensions of the ellipsoidal particle, as determined by , are assumed to
be sufficiently small that the electromagnetic long—wavelength regime pertains,
but not vanishingly small. Suppose now that the ellipsoidal particle is embedded
within a bianisotropic comparison material, characterized by the 6x6 constitutive
dyadic gcm. The comparison material is homogeneous. The electromagnetic

response of the ellipsoidal particle is provided by the depolarization dyadic [3]
D()= G _(ndr= G _(U-r)dr: (2.2)

Herein, G _(r) is the 6x6 dyadic Green function of the comparison material
which satisfies the nonhomogenous vector Helmholtz equation [3]

H .
L(V) +i! gcml ‘G (r—r9=1 (r—r9% (2.3)

with the linear differential operator

2

3
0 Vxlg

—VxI:

L(V)=4 (2.4)

o x

and (r —r9% being the Dirac delta function. Explicit representations of Green
functions are not generally available for anisotropic and bianisotropic materials

[28]. However, it suffices for our present purposes to consider the Fourier trans-
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form of G __(r), namely

G (@@= G_(r)exp(—ig-r)dr; (2.5)

. 1 h 1
Gn@=57 AL0@ (2.6)
where
0 (o=!) <1
A, (@-§ ik, 2.
(=)< 0

Thereby, equation (2.2) yields [2, 3]

Sin(q ) — cos(q ) é (U . q> d3q: (2.8)

_—_—cm ‘\— ! _

1
2U=cm( ) 9 2 q@

In order to consider the depolarization dydic of a particle of nonzero volume, we

express D( ) as the sum (1.27). The two terms on the right side of (1.27) are

given by
> 1 sin -
D) =57z o) G, Ut (29
q
Z Ll
o _ 1 sin(q) ~1 1,4\ A3 -
Quzcm 92 9qZ q COS(C] ) gcm(g 9) d q, (2.10)
with
~ 1 _ 1 1 1,4 -
gcm (g g> - gcm (g g> o gcm (g 9> 1 (211)
G (Ul-g = lim G_(U*'-q (2.12)
—cCcm ‘— — C]! —_—cm ‘— 1

(2.13)

(2.14)
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wherein the scalars
o(i)=g-Ut-p -U"-q; p=1: ) (2.15)

and

bs =0 ) GI=0 C) ) (2.16)

Ut G Ut-q sin dd UL (217)

=0 =0 =cm =

For certain Lorentz-reciprocal comparison materials, the volume integral (2.9)
which yields ngcm( ) may be reduced to a surface integral, but for a general
bianisotropic comparison material no such simplifications are available. The in-
tegrals (2.9) and (2.17) may be evaluated using standard numerical techniques
[29]. The dyadic Q(l)chm represents the depolarization contribution arising from
the vanishingly small region of volume li!r%Ve , whereas the dyadic ngcm( ) pro-
vides the depolarization contribution arising from the region of nonzero volume

V., — qn%ve . In homogenization studies, it is common practice to neglect

>0
—U=cm

[30]. However, studies of isotropic [15, 16, 18, 17, 19] and anisotropic [42] HCMs

( ) and assume that the depolarization dyadic is given by Qﬂzcm alone

have emphasized the importance of the nonzero spatial extent of depolarization

regions.

2.2.2 Distributional statistics

The distributional statistics of the component phases are as described in (1.3.3).
In this Chapter we consider the second—order SPFT in which the two—point co-

variance function (1.30) is adopted.
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2.3 Zeroth and rst order SPFT

2.3.1 zeroth order SPFT

The nth order SPFT estimate of the HCM constitutive dyadic, namely E[E]CM ,
is based upon the iterative refinement of the comparison material constitutive
dyadic, namely gcm. To zeroth order and first order, the SPFT permittivity
estimate is identical to the comparison material permittivity [8]; i.e.,

KO o —KM  —K (2.18)

=—HCM =—HCM =cm’

The well-known Bruggeman homogenization formalism provides the estimate of

K . [8]. That is, K __ emerges through solving the nonlinear equations
fax®™ ™ +fpx""=0; (2.19)

wherein the polarizability density dyadics

m——jt K.-K - I+itD_ ()+ K -K ;(2:20)

[le<
|

where ~ = a;h.

2.3.2 Second order SPFT

The SPFT is most widely implemented at the second order level (also known
as the bilocal approximation) which provides the following estimate of the HCM
constitutive dyadic [8] (1.40) Thus, the particle size influences E[a] oy directly
through the depolarization dyadic QU:cm( ) and indirectly through the mass
operator [22] dyadic term

;[Z]Zfafb Xa:cm_ b=cm °D>O (L)‘ a=cm . b=cm . (2‘21)

—U=cm

[
[
[

Notice that the correlation length L — which plays a key role in the second order
SPFT — does not feature in the zeroth order SPFT.
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2.4 Numerical studies

We now apply the theoretical results presented earlier in this Chapter to two
specific bianisotropic homogenizations scenarios: in §2.4.1 a biaxial bianisotropic
HCM is considered and in §2.4.2 a Faraday chiral material [31, 32] are considered.
The HCM in §2.4.1 is Lorentz-reciprocal [33] whereas the HCM in §2.4.2 is not.
Numerical studies are presented for representative examples, in order to explore
the influence of in relation to volume fraction, particle eccentricity, particle
orientation and correlation length. In view of the vast parameter space associated
with bianisotropic materials, only an illustrative selection of graphical results are
provided here in this Chapter; further graphical results are presented in Appendix
1. The following calculations were carried using an angular frequency ! =2 x

10'° rads . Hence, , =2 =k, = 0:030 m.

2.4.1 Biaxial bianisotropic HCM

The homogenization of (i) a biaxial dielectric material described by the constitu-

tive dyadic 2 3
odiag (3 2 2) 0
K = g Z (2.22)
0 oL

and (ii) an isotropic chiral material described by the constitutive dyadic

2 3
ool Voo bl
bzg b b Z

[

(2.23)

—i 0 0 bI_ 0 blkl_

is investigated. The constitutive parameters selected for calculations are: X =

a
4410:12, ¥ =34+10:1, 2 = 1:5+10:08; p = 2:5+10:1, p, =1+10:07 and

b = 1:75 4 10:09. The numerical values used for the constitutive parameters of
the component materials do not correspond to any one specific material. Instead,
these numerical values are representative values, typical of the values that might

be encountered for real materials. Also, where possible, the numerical values

for the constitutive parameters of the component materials were chosen to allow
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direct comparison of my results with results from other published homogenization

studies. The shape dyadic of the constituent particles is taken to be

1 . .
U=p=——=—=R,(") " [diag(U;Uy;U,)] -RI("); (2.24)
3 UgUyU, =2 z
with 0 1
cos' sin' 0
R ()= % —sin"  cos' 0 § : (2.25)
0 0 1

Thus, the principal axes of the ellipsoidal particles lie in the Xy plane rotated by
an angle ' | and along the z axis. The shape parameters selected for calculations
are: Uy =1+ , Uy =1and U, = 1—0:5 ; the eccentricity of the ellipsoids is
varied through the parameter . The corresponding HCM is a Lorentz—reciprocal,
biaxial, bianisotropic material. In this case, the volume integral in (2.9) for
2>0( ) is analogous to one which arises in the development of the second order

SPET [8]. Thus, we may express 2>0( ) as the surface integral

Z, 7 :
1 3 2 1 ne| q h
>0 . . 1
2U=cm<> - —| 0 =0 .- ?(1_| CI) E(g .9)
I
10 q:p—+ )
+N(-U *q9 4+ N() sin d d ;(2.26)
R + =
with
1 N h | h_ [ 0
NU @)= adi AU -9 —det A, (U9 G, (U"-0)
h i (2.27)

and  being the ¢ roots of det écm Ut-qg.

Particle size and volume fraction

To focus upon the effect of particle size in relation to volume fraction f 5, we

set the eccentricity = 0, the orientation angle ' = 0 and the correlation length
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L = 0. The corresponding HCM constitutive dyadic has the form

%HCM
§ odiag ( ¥em: tiems hem) Iy o odiag( fems from: fom) é

—iyv/ o odiag( fcms Yems Bem) odiag ( Yem: tiem: hcm)

(2.28)

In Figure 2.1, the real and imaginary parts of |;cy, are plotted against f4 € (0;1)
for =, € {0;0:05;0:1}. Notice that the HCM parameters are constrained to
coincide with those of component phase bin the limit f; — 0, and those of com-
ponent phase a in the limit f; — 1. The influence of is more obviously observed
on the imaginary parts of 7%y, than on the real parts. Indeed, the imaginary
parts of ¢y for = ;= 0:1 at mid-range values of f, are approximately twice
as large as they are for = ; = 0. The corresponding graphs for the HCM magne-
toelectric parameters |;%y, and permeability parameters 7oy are qualitatively

similar to those presented for the permeability parameters in Figure 2.1.

Particle size and particle eccentricity

Next we turn to the effect of particle size in relation to particle eccentricity,
as specified by . The volume fraction is fixed at f4 = 0:5, the orientation
angle at * = 0 and the correlation length at L = 0. The corresponding HCM
constitutive dyadic has the form (2.28). As a typical example of the behaviour of
HCM constitutive parameters, the real and imaginary parts of o) are graphed
versus € (0;1) for = , € {0;0:05;0:1} in Figure 2.2. Regardless of the value of

, the constitutive parameters vary substantially — particularly their imaginary
parts — as increases. Furthermore, there are significant differences in the plots
of Jcm presented for the three values of . The most striking differences are
observed in the plots of the imaginary parts of [y . The corresponding graphs

for the constitutive parameters not presented in Figure 2.2 (i.e., 7oy, pem and

em ) are broadly similar to those given in Figure 2.2.
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Figure 2.1: Real (left) and imaginary (right) parts of the HCM constitutive pa-
rameters ey plotted against volume fraction f4 € (0;1) for = , = 0 (dashed
curves), = , = 0:05 (broken dashed curves) and = , = 0:1 (solid curves). The

HCM is a biaxial bianisotropic material.
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Figure 2.2: Real (left) and imaginary (right) parts of the HCM constitutive pa-
rameter [y plotted against the eccentricity parameter € (0;1) for = , =0
(dashed curves), =, = 0:05 (broken dashed curves) and =, = 0:1 (solid
curves). The HCM is a biaxial bianisotropic material.

Particle size and particle orientation

In order to investigate the effect of particle size in relation to particle orientation,
we fix the volume fraction f 5 = 0:5, particle eccentricity = 1 and the correlation
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length L = 0. The resulting HCM has a constitutive dyadic of the form

K
ZHCM 1 0 13
}-|CM 0 HeM tHCM 0
I¥|CM 0 E iv 0 Oa tHCM ﬁcm 0 E
0 ZHCM 0 0 ﬁCM
1 0 1
CM tHCM 0 )I£|CM }-ICM 0
_'\/ CM I)—I|CM 0 OE }—|CM yHCM 0
yA yA
HCM HCM
(2.29)

[llustrative numerical results are displayed in Figure 2.3, wherein the real and
imaginary parts of ), are plotted against' € (0; =2)for = , € {0;0:05;0:1}.
The off-diagonal constitutive parameter ' vanishes in the limits ' — 0 and =2
(asdo 'and '). Both the real and imaginary parts of ' are strongly influenced
by the particle size , especially for mid-range values of ' . The diagonal consti-
tutive parameter Y is also clearly sensitive to . In the case of Y, the differences
in behaviour for the three values of are most apparent as ' approaches 0 and
=2. The graphs of ' are symmetric about ' = =4, but those of Y are not.
The HCM constitutive parameters that are not represented in Figure 2.3 (i.e.,
st xYEtand 5%, ) exhibit behaviour with respect to ' which is generally

similar to that exhibited by ¥, in Figure 2.3,

Particle size and correlation length

Lastly in this section, particle size is considered in relation to correlation length
L. To do so, the following parameters are fixed: volume fraction f , = 0:5, orienta-
tion angle ' = 0 and the eccentricity = 0. The constitutive dyadic of the HCM
which arises has the form (2.28). In Figure 2.4, graphs of the real and imaginary
parts of ¥cm versus K,L € (0;0:2) are provided for =L € {0;0:5;0:95}. It is
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Figure 2.3: Real (left) and imaginary (right) parts of the HCM constitutive

parameters yHtCM plotted against orientation angle ' € (0; =2) for =, =0

(dashed curves), =, = 0:05 (broken dashed curves) and =, = 0:1 (solid
curves). The HCM is a biaxial bianisotropic material.

clear that the imaginary part of {{cy is strongly affected by increasing L ; the real
part of {cp is also affected but to a lesser degree. Furthermore, ) is much
more sensitive to L at larger values of . The behaviour observed in Figure 2.4
for {ycm with respect to L is also generally observed in the HCM constitutive

parameters cu, nem and ey which are not represented in Figure 2.4.
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Figure 2.4: Real (left) and imaginary (right) parts of the HCM constitutive
parameter Jcm plotted against relative correlation length k,L € (0;0:2) for
=L = 0 (dashed curves), =L = 0:5 (broken dashed curves) and =L = 0:95
(solid curves). The HCM is a biaxial bianisotropic material.
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2.4.2 Faraday chiral material

For our second homogenization scenario, we explore the homogenization of (i) a

gyrotropic magnetic material described by the constitutive dyadic

2 3
o al 0

0
L ig 0
] (2.30)
0 B g %0
0 0

z
a

[
I

and (ii) an isotropic chiral material described by the constitutive dyadic (2.23).
The constitutive parameters selected for calculations are: 5 =1:2410:02, } =
3:54+10:08, §=18+10:05, §=14+10:04; p=2:5+10:1, p=1+410:07 and

b= 1:75+10:09. As in §2.4.1, the shape dyadic of the constituent particles is
taken to have the form (2.24), with the shape parameters selected for calculations
being: U, = 1+ , U, = 1and U, = 1 —0:5 . The HCM which results is
a Faraday chiral material [31, 32, 34]. A HCM of the same form also arises

from the homogenization of a magnetically—biased plasma and an isotropic chiral

material [43].

Particle size and volume fraction

We begin by considering the effect of particle size in relation to volume fraction

fa. Accordingly, the eccentricity is fixed at = 0, the orientation angle at ' =0
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and the correlation length at L = 0. The HCM constitutive dyadic has the form

CM

K =
2" 0
CM
% Hem
0
X j 9
HCM H
_'\/— — gCM H
0

HCM
1
CM 0
cm 0
0 feM

0 1
em 1 fiowm 0
VA Oai dem  fiem 0 E
0
0
Oa

0 fcu
1
Beu 0
Fem 0
0 Hem
(2.31)

In Figure 2.5, the real and imaginary parts of %y are plotted against f4 € (0;1)

for =, € {0;0:05;0:1}. As is the case in Figure 2.1, the HCM constitutive pa-

rameters are constrained such that they coincide with those of component phase

b and a in the limits f; — 0 and 1, respectively.

9

parts of oy are relatively modest. In contrast,

z9

The effect of on the real

has a profound effect on the

imaginary parts of |2y, especially for mid-range values of f,. The pattern of

X9

behaviour presented in Figure 2.5 for the HCM permeability parameters |;'cy

is mirrored by the HCM permittivity parameters };¢y and magnetoelectric pa-

rameters .9 which are not displayed in Figure 2.5.
HCM Y g

Particle size and particle eccentricity

The effect of particle size

in relation to particle eccentricity is considered next.

We set the volume fraction f, = 0:5, orientation angle ' = 0 and the correlation
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Figure 2.5: Real (left) and imaginary (right) parts of the HCM constitutive pa-

rameters oy plotted against volume fraction f4 € (0;1) for = , = 0 (dashed
curves), = , = 0:05 (broken dashed curves) and = , = 0:1 (solid curves). The

HCM is a Faraday chiral material.

length L = 0. The HCM constitutive dyadic then has the form

K =
ZHeM o 1 0 1
X i 9 0 X i gl 0
HCM HCM HCM HCM
oB i %CM |¥|CM 0 E i\/ 0 Oai EizCM ﬁCM 0 E
0 0 Hom 0 0 Acm
0 1 0 1
. 02 .
Sem i opem 0 fem 1 Bew 0
=1/ Oai glCM X|CM 0 E Oai gCM &CM 0
0 0 Fom 0 0w
(2.32)
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which is rather more general than the form (2.31). As a representative example,

graphs of the real and imaginary parts of jcy versus € (0;1) are exhibited in

Figure 2.6 for = , € {0;0:05;0:1}. The real part of 7oy is a strong function of
, whereas the imaginary part varies less as increases. The sensitivity of both
the real and imaginary parts of jcy to is clearly influenced by the value of

. Patterns of behaviour with respect to that are qualitatively similar to those
displayed in Figure 2.6 are found for the HCM constitutive parameters |25,

'y ;9192 Yz, : . .
N9t and  [Pe4Y which are not represented in Figure 2.6.

0.15
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Figure 2.6: Real (left) and imaginary (right) parts of the HCM constitutive pa-
rameter {cy plotted against the eccentricity parameter € (0;1) for = , =0
(dashed curves), =, = 0:05 (broken dashed curves) and =, = 0:1 (solid
curves). The HCM is a Faraday chiral material.

Particle size and particle orientation

Now we turn to effect of particle size in relation to particle orientation. Let us
fix the following parameters: volume fraction f 5 = 0:5, particle eccentricity =1

and the correlation length L = 0. Consequently, the HCM constitutive dyadic
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has the form
0 1
HCM 0
. g2
a —i Yem  hewm 0 E

K,
2"
0 ZHCM 0 0 |E|CM
1 0 1
Hem glcm 0 fiem | ngCM 0
. 02 - g2
—1V —i Jom  iem 0 E Oa' Hem  hew 0

(2.33)

CM

which is more general than (2.31) and (2.32). As illustrative examples, the the
real and imaginary parts of ),f;gclM are plotted in Figure 2.7 against ' € (0; =2)
for =, € {0;0:05;0:1}. The particle size has a strong influence on the real and
imaginary parts of ngCM , as well as on the imaginary part of ¢y . The influence
on the real part of ¥ ) is smaller by comparison, but still significant. The graphs
for gch are symmetric about the line' = =4 whereas those for ¥\ are not.
Broadly similar behaviour is exhibited by the HCM constitutive parameters not

yizig2  xyiz,glig2 - xy;glig2

N B iz , , xy;z;91,92
plotted in Figure 2.7, namely, 43w, wem > nem - and  Gew ~ .

Particle size and correlation length

Finally, to focus upon the effect of particle size in relation to correlation length
L, the volume fraction is fixed at f 5 = 0:5, the orientation angle at ' = 0 and the
eccentricity parameter at = 0. The corresponding HCM constitutive dyadic
has the form (2.31). In Figure 2.8, the real and imaginary parts of P ¢, are
plotted against K,L € (0;0:2) for =L € {0;0:5;0:95}. The pattern of behaviour
with respect to L is similar to that presented in Figure 2.4 for the biaxial bin-
isotropic HCM. That is, the imaginary part of ¢y is more obviously sensitive

to inceasing L than is the real part. In addition, both the real and imaginary
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Figure 2.7: Real (left) and imaginary (right) parts of the HCM constitutive pa-
rameters ),f;CM plotted against orientation angle' € (0; =2)for = , = 0 (dashed
curves), = , = 0:05 (broken dashed curves) and = , = 0:1 (solid curves). The
HCM is a Faraday chiral material.

parts of oy are more sensitive to L at larger values of . The other HCM

constitutive parameters, namely 2y, ey and oy, respond in a generally

similar manner as L increases for the three values of considered here.
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Figure 2.8: Real (left) and imaginary (right) parts of the HCM constitutive
parameter ¢y plotted against relative correlation length k,L € (0;0:2) for
=L = 0 (dashed curves), =L = 0:5 (broken dashed curves) and =L = 0:95

(solid curves). The HCM is a Faraday chiral material.
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2.5 Concluding remarks

Homogenization formalisms, such as the widely-used Maxwell Garnett and Brugge-
man formalisms, often inadequately take into account the distributional statistics
and sizes of the component phase particles. The SPFT — through describing the
distributional statistics of the component phases in terms of a hierarchy of spa-
tial correlation functions — provides a conspicuous exception. In the preceding
sections, an extension to the SPFT for the most general linear class of HCM is
developed, in which a nonzero volume is attributed to the component phase par-
ticles. By means of extensive numerical calculations, based on Lorentz—reciprocal
and Lorentz—nonreciprocal HCMs, it is demonstrated that estimates of the HCM
constitutive parameters in relation to volume fraction, particle eccentricity, par-
ticle orientation and correlation length are all significantly influenced by the size
of the component phase particles. It is particularly noteworthy that the influence
of the particle size is generally stronger on the imaginary parts of the HCM con-
stitutive parameters than it is on the corresponding real parts. In this respect,
the effect of is reminiscent of the effect of the correlation length in the second
order SPFT [25]. Increasing the correlation length for the second order SPFT
generally results in an increase in the degree of dissipation associated with the
HCM. This dissipative loss is attributed to radiative scattering losses from the
macroscopic coherent field [8, 35]. It may be observed in Figures (2.4) and (2.8)
(and in other Figures presented in Appendix 1) that the effects of particle size
and correlation length on the estimates of the imagine the HCM constitutive pa-
rameters are generally cumulative. This suggests that coherent scattering losses
associated with the HCM become greater as the particle size increases. A similar
finding was reported for anisotropic dielectric HCMs [42]. In conclusion, the im-
portance of incorporating microstructural details, such component particle size
and spatial distribution, within homogenization formalisms is further emphasized

by this study.
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Chapter 3

Weakly nonlinear anisotropic

composites

3.1 Overview

An implementation of the strong—permittivity—fluctuation theory (SPFT) is pre-
sented in order to estimate the constitutive parameters of a homogenized com-
posite material (HCM) which is both cubically nonlinear and anisotropic. Unlike
conventional approaches to homogenization, the particles which comprise the
component material phases are herein assumed to be small but not vanishingly
small. The influence of particle size on the estimates of the HCM constitutive
parameters is illustrated by means of a representative numerical example. It is
observed that, by taking the nonzero particle size into consideration, attenua-
tion is predicted and nonlinear enhancement is somewhat diminished. In these
respects, the effect of particle size is similar to that of correlation length within

the bilocally—approximated SPFT.

3.1.1 Homogenization preliminaries

The homogenization of two component material phases, namely phase a and phase
b, is considered. Each component phase is an isotropic dielectric material; and,

in general, each is cubically nonlinear. Thus, the permittivities of the component
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material phases are expressed as
= o+ -|E- % (= a;b); (3.1)

with - being the linear permittivity, - the nonlinear susceptibility, and E - is the
electric field developed inside a region of phase ~ by illumination of the composite
material. The assumption of weak nonlinearity ensures that | «o| > | -||E- |2
Notice that nonlinear permittivities of the form (3.1) describe electrostrictive
materials which can induce stimulated Brillouin scattering [49).

The component material phases a and b are made up of ellipsoidal particles.
The particles all have the same shape and orientation, as specified by the shape
dyadic (2.24). The distributional statistics of the component phases are as de-
scribed in (1.3.3). In this Chapter we consider the second—order SPFT in which

the two—point covariance function (1.30) is adopted.
;)= U-f(; ) (3.2)

where f ( ; ) is the radial unit vector specified by the spherical polar coordinates

and . The size parameter provides a measure of the linear dimensions of the

ellipsoidal particles. It is assumed that is much smaller than the electromagnetic
wavelengths, but not vanishingly small.

The component phase particles are randomly distributed throughout a region

of volume V, which is partitioned into the disjoint regions of volume V, and V,

containing phase a and b, respectively. Thus, the component phase distributions

are characterized in terms of statistical moments of the characteristic functions

8
21 rev;
O (r) =

r § C =a;b): (3.3)

0; r ¢V,

In order for V to be completely filled by either phase a or b material, the size
parameter  should be interpreted as providing a measure of the particle size

on average. The first statistical moment of ®- delivers the volume fraction of
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phase °, ie., (®(r)) = f-. Plainly, f; + fp = 1. The two—point covariance
function which constitutes the second statistical moment of ®- is taken as the

physically-motivated form [27]

(3.4)

8
2 (0 () (P (9); U te(r—r19|>L;
(@ (r) @ (r%) =
3

(r)); Ut-@-r9<L;

where L > 0 is the correlation length. Within the SPFT, the estimates of HCM
constitutive parameters are largely insensitive to the specific form of the covari-

ance function, as has been shown by comparative studies [45, 26].

3.1.2 Depolarization dyadic

Let us focus our attention on a single component phase particle of volume V¢,

characterized by the shape dyadic U and size parameter . Suppose that this par-

ticle is embedded in a comparison material. In consonance with the ellipsoidal ge-

ometry of the component phase particles and the weakly nonlinear permittivities

of the component material phases, the comparison material is a weakly nonlinear,

anisotropic, dielectric material characterized by the permittivity dyadic
= T |Evcm 2

=cm =cmO —

(3.5)
:diag( )c(mO; )c/mO; §m0)+diag( Em; )c/m; gm) ’EHCM ‘2;

where E ;o denotes the spatially-averaged electric field in the HCM. The eigen-
vectors of o AT€ aligned with those of U.

The depolarization dyadic [2] (1.26) provides the electromagnetic response of
the ellipsoidal particle embedded in the comparison material. Here, the dyadic

Green function of the comparison material, namely G (r), satisfies the nonho-

—cCm
mogeneous vector Helmholtz equation (2.3) An explicit representation of G __(r)
is not generally available [28], but its Fourier transform,

y
G (@= G_ (r)exp(—ig-r)dr; (3.6)
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may be deduced from (2.3) as

~ 1

Con@ =it o axgxL+1%,_ : (3.7)

=Ccm
By combining (1.26), (3.6) and (3.7),

R sin(q)_ B 1, 3
D = N 7(1 cos (q ) gcm(g g) d°q (3.8)

is obtained, after some simplification [2, 3|. In this Chapter, for reasons of clarity,
we omit the subscripts on D. It is to be understood here that D =D

=U=cm’

3.1.3 Depolarization contributions from regions of nonzero

volume

As in [42], we express the depolarization dyadic as the sum
D=D*+D7Y% (3.9)

where the dyadic (2.10) represents the depolarization contribution arising from
the region of vanishingly small volume li'n%Ve, whereas the dyadic (2.9) pro-
vides the depolarization contribution arising from the region of nonzero volume
Ve —limVe® .
)
Depolarization dyadics associated with vanishingly small regions have been
studied extensively [48, 3]. The volume integral (2.10) reduces to the —independent

surface integral [2]

| ‘2 ” 1 X
Q:O = 4—A5 sin d d; (3.10)
— 4 Ik =0 =0 tr . -
=cm fy
with
sin®  cos? sin®  sin® cos?
2= a8 Uz U2 Uz (3:11)

An elliptic function representation for D = is available [52] (which simplifies

to a hyperbolic function representation in the case of a spheroidal depolarization
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region [2]), but for our present purposes the integral representation (3.10) is more

convenient.

Depolarization dyadics associated with small regions of nonzero volume have

lately come under scrutiny for anisotropic [42] and bianisotropic [50] HCMs. As

described elsewhere [47, 42], by the calculus of residues the anisotropic dielectric

specialization of (2.9) reduces to

1
D= _—W(); 3.12
D= - W() (3.12)
where the dyadic function
zZ, Z .
in
W()=" Szm
o (3.13)
3(+= ) . 8 3 42 i 3
5 +i 2= _+ite e i- _ dd
is introduced. Herein, the dyadics
h i
= 2—cm_tr =cm L -A
- B B - h i
tr :"’(‘:?n A — fr :"’(‘:?n tr
—tr __ A |- Aj;
tr A
=Ccm =
det
_ ad =cm A
— =Ccm tr ~ .A =
=Ccm =
and the scalars
q
—tg £ A
128 ——. 3.15
0 2tC 1 ( )
with 9
tA = det —em H I g
tg=tr M.A — tr 2 tr A E: (3.16)
tc =tr A tr A ,
=Ccm == =



Often the approximation D ~ D =0 is implemented in homogenization studies
[30]. However, studies of isotropic [15, 16, 18, 37, 17, 19], anisotropic [42] and
bianisotropic [50] HCMs have emphasized the importance of the nonzero spatial

extent of depolarization regions.

3.1.4 Linear and weakly nonlinear depolarization contri-

butions

We exploit the fact that the comparison material permittivity (3.5) is the sum of

a linear part and a weakly nonlinear part to similarly express

D=D +D ‘EHCM |2
B oO N 0 0 0 2 (3.17)
= > = > .
:20 +D o+ 21 +21 |Enem 5
where
D ° =D, O“‘Ql °|Enewm % (3.18)

The linear and weakly nonlinear contributions to D =0 have been derived earlier

[47]; these are

2
| 42 ” 1 i
D=~ 4 A5 sin d d; (3.19)
—0 4 I' -0 -0 f—
- - tr =cmO0 ’ A 9
g = a2
o 1 Z 2 Z 2 tr . A E
D™~ =—— h =M _— > A_sin d d: (3.20)
—1 2 —=
i 0 =07 _ A v
=cm0 —
The linear and weakly nonlinear contributions to D >0 and, equivalently,
W( ) — follow from corresponding contributions for an expression analogous

to (3.13) which crops up in the bilocally-approximated SPFT [8, 47]. Thus, we

have
W()=W ()+W. ()|Encm 2 (3.21)
with
W()—?’ZZZ Smh() . ad (3.22)
=0 -0 =0 340 =0 =0 '
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z, 2 (
W ( )_ 3 2 sin ( ) Al Al
—1! 0 =0 340 =1 Ap=0 =1 Ap=o0
|
+h1+i% 1+i% i +i 1+ 1 )
o+ 1+ 0 1 o135 I T,
0+ 0
d d;
(3.23)
where 3 ) 9
oo = o) . 3 _
; (3.24)
T 3
0 0+ 0
The dyadics _ 0 and o and scalars ¢ and Ap, herein represent the linear parts

of their counterpart dyadics _ and , and scalars

and A, as per [47]

h [
:O_ 2:cm0_tr :ﬁ,mo I: .é_tr I:cmO .é I:
tr a4 A — tr & tr A
=cm0 — =cmO —
tr =cmO ’ é
det 3.25
- —?:?no — A; 329
=0 - tr <A T
=cm0 =
0 q 0- 2tc0 ]
Ao = 13, — 4taotco;
with 9
tao = det —emo A i %
tgo=tr 2 A — tr 2 tr A § ; (3.26)
tco = tr —emo * é tr é )
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Moreover, the weakly nonlinear contributions to _, and A are provided as

47 -

N
g w

tg1tco — tgot
_1:42 _ Igilco —teolct 15 A
— —=cm . —Ccm - -
tcotr —emo é
tr ‘A |
=cm = =
teg1tco — tgot
. _ ; . B1tCO BoOtC1 é, (327)
- tcotl" —emO 'é
_2(—terE A1) —2tes o
! 2tco ’
A — tsote1 — 2 (taitco +taotcr) |
1— ]
Ao
with 9
th, = X Y z 4 X y z . X y z
Al cm cmO cmO cm0 ctm cmO cm0 cmO cm
tga=tr Y A — tr L tr A E , (3.28)
tcp=tr A ftr <A '
= —m =
and

. y z Yy z . z X z X . X Yy X y .
l_dlag< cm cm0+ cmO0 cm:® cm cm0+ cmO0 cm:® cm cm0+ cmO cm)'

(3.29)

3.2 SPFT estimate of HCM permittivit vy

Now that the linear and nonlinear contributions to the depolarization dyadic have
been established for depolarization regions of nonzero volume, we can amalga-
mate these expressions with the SPFT for weakly nonlinear anisotropic dielectric
HCMs — which is presented elsewhere [47] — and thereby estimate the HCM
permittivity. Notice that the SPFT estimate of the HCM constitutive parameters
is developed under the assumption that the correlation length L is much smaller
than the electromagnetic wavelengths. In turn, the correlation length is required
to be larger than the particle size parameter

As a precursor, an estimate of permittivity dyadic of the comparison material
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must first be computed. The Bruggeman homogenization formalism (which is,

in fact, equivalent to the lowest—order SPFT [8]) is used for this purpose. Thus,

e 18 found by solving the nonlinear equations

faX  + X, =0; (j=0;1); (3.30)
where
9
X.,=— ol —_ 3 A =
=0 h = =cmO0 ='0 i >; (‘:a;b);
_ o 1 L . :
Xoy=-t g Lo Dot ol- g -4
(3.31)

are the linear and nonlinear parts, respectively, of the corresponding polarizability

dyadics. Herein,

1
A =
_h det L',
|
diag TY,T%,+TY % T8I + T8y T T+ TV 1% — L0
(3.32)
with
are expressed in terms of components of the dyadics
9
LOZIZ_‘_hI' —0 * \OI:_zcmo :dlag(rxo’ Fyo’ FZO) i E
i 2
— . O = o a] — ; 3.34
o= Bor 9 Lo #By vol-gy 3 (3:34)
= diag (T%; TY;; T%)) ’
and the local field factor is estimated by [53]
1 h . I 2
g = 3 tr I, (3.35)
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Estimates of the —emo and may be straightforwardly extracted from (3.30)
- =cm
by recursive schemes; see [47] for details.
Finally, the bilocally—approximated SPF'T estimate of the HCM permittivity

dyadic, namely

=_o t_ |Euem P=diag( % %5 o) +diag( ;s ¥ ?) [Epewm |4
(3.36)

is given as [§]

IW ©

1
=0 _:cmO__lg =
: (3.37)
1 . 3
- T QeI leg,

= =cm il =
Herein, the linear and nonlinear parts of the mass operator are represented, re-

spectively, by the dyadics

9
fafb
Z0~ 401 X Xy Wilb) X,—Xy, %
=1 40l 2 X 0Ky Wb :al_i:bl % 7

+ X ébo .ﬂl(L). éao_ébo

—a0

and the dyadic

h i
1 .
= o diag Q]Qg + QgQ7L; Q1Qg + QoQ1; QIQp + QL — 901 :
o =
=0
(3.39)
with
= QoQyQ7 + QpQ1Q5 + Q1QQy; (3.40)
is expressed in terms of the components of
9
Q =1+3,-D,=ding(Q Q4 Q) 2
= . (3.41)
Q =%,+D,+%, D, =diag(Q}; Q% Q) :
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3.3 Numerical studies

The SPET estimates (3.37) of the HCM linear permittivity and nonlinear sus-
ceptibility are represented by mathematically complicated expressions. In order
to discern the influence of the size parameter , parametric numerical studies
are called for. To this end, we investigate the following representative exam-
ple of a homogenization scenario. Let component phase a be a cubically non-
linear material with linear permittivity .0 = 2 , and nonlinear susceptibility

a = 9:07571 x 10 ¥ ;m?V 2 (= 6:5 x 10 * esu); and component phase b be
a linear material with permittivity p = p = 12 ,. The value of the nonlinear
susceptibility 5 is that of gallium arsenide [49]. The eccentricities of the ellip-
soidal component phase particles are specified by Uy = 1, Uy, = 3 and U, = 15.
These choices of parameter values facilitate direct comparisons with a previous
investigation in which the effects of the size parameter were not included [47].
Results are presented for an angular frequency of | = x 10%rad s * (equivalent

to a free—space wavelength of 600 nm).

X, Y,z X,Y,2
e’ 5

€o

X

Figure 3.1: The HCM relative linear permittivity and nonlinear susceptibility

parameters plotted against f,, calculated for =L =0. Key: 5 =,and *= 4

dashed curves; yo =, and Y= , broken dashed curves; and D=oand *= 4

solid curves. Component phase parameter values: 5 = 2 ,, a1 = 9:07571 X
10 2 ,m?V % = =12, U, =1,U, =3 and U, = 15.

We begin with the relatively straightforward case where neither the size pa-
rameter nor the correlation length is taken into account; i.e. =L = 0. In this
case, the SPF'T estimates of the constitutive parameters are equivalent to those of
the conventional Bruggeman formalism for weakly nonlinear, anisotropic, dielec-
tric HCMs [53]. In Fig. 3.1, the HCM linear and nonlinear constitutive parameters

are plotted against volume fraction f,. The HCM linear permittivity parameters

20



7 uniformly decrease from g at fa = 0 to 0 at fo = 1. In contrast, the

X y

HCM nonlinear susceptibility parameter *, and to a lesser extent 7, exceeds
the nonlinear susceptibility of component phase a for a wide range of values of
fa. This nonlinear enhancement phenomenon, and its potential for technological
exploitation, have been reported on previously for both isotropic [44, 46, 54, 55]
and anisotropic [47, 53] HCMs. The anisotropy reflected by the constitutive pa-
rameters, and the nonlinear enhancement, stem from the ellipsoidal geometry of

the component phase particles.
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0 0.05 0.1 0.15 0.2 0 0.05 0.1 0.15 0.2
koh Kon
0
o
\\
0.1 -0.02 ~C
AN
\\‘
Re x&¥'? 0.2 Imew”? -0.04 ‘\;\\
N\
N\
0.3 . NN
0.06 NN
-0.4 . \
0 0.05 0.1 0.15 0.2 0 0.05 0.1 0.15 0.2
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Figure 3.2: Real and imaginary parts of the HCM linear permittivity and nonlin-

ear susceptibility parameters plotted against (in nm), calculated for L = 0 and

fa=0:3. Key: %, and *, dashed curves; %, and Y, broken dashed curves;

and %, and ?, solid curves. Component phase parameter values as in Fig. 3.1.

How does the size parameter influence the estimates of the HCM constitutive
parameters? To answer this question, we fix the volume fraction at f 4 = 0:3 and
calculate the HCM constitutive parameters for 0 < < 20 nm with L = 0. The

presentation of results is aided by the introduction of the relative constitutive
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parameters

; (n=x;y;2); (3.42)

which measure the difference between the SPFT estimates calculated for ;L #£ 0
and =L = 0. That is, the relative parameters represented by (3.42) highlight
the effects of > 0 and L > 0. The results are plotted in Fig. 3.2. It is notable
that the HCM constitutive parameters have nonzero imaginary parts whereas the
component material phases are specified by real-valued constitutive parameters.
As previously described for linear HCMs [42], the presence of nonzero imaginary
parts for the HCM constitutive parameters may be attributed to radiative scat-
tering losses associated with the nonzero size of the component phase particles.
Plainly, increasing the size parameter has the effect of increasing the real and
imaginary parts of the HCM linear permittivity, but decreasing the real and imag-
inary parts of the HCM nonlinear susceptibility. In fact, the influence of the size
parameter is very similar to the influence of the correlation length, as has been
noted for linear HCMs [47].

Fig. 3.2 reveals that by taking into consideration the nonzero size of the com-
ponent phase particles — but not the correlation length — the predicted non-
linear enhancement is somewhat diminished. We now consider the estimates of
the HCM constitutive parameters when both the size parameter and the corre-
lation length are taken into account. In Fig. 3.3, the HCM relative constitutive
parameters are plotted against both L and =L with the volume fraction fixed
at fq = 0:3. the results for % and * are presented; the corresponding plots
for %% and Y** are similar and are provided in Appendix 2. It may be observed
in Fig. 3.3 that the effects of and L are cumulative insofar as the increase in
the real and imaginary parts of '3, and the decrease in the real and imaginary

Xy iz

parts of , which occur as increases, become steadily more exaggerated as

L increases.
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Re el Im ey,

Figure 3.3: Real and imaginary parts of the HCM linear permittivity and non-
linear susceptibility parameters %, and *, plotted against L (in nm) and =L,
calculated for f, = 0:3. Component phase parameter values as in Fig. 3.1.

3.4 Conclusion

The size of the component phase particles can have a significant bearing upon
the estimated constitutive parameters of weakly nonlinear bianisotropic HCMs,
within the bilocally-approximated SPFT. Most obviously, by taking nonzero par-
ticle size into consideration, attenuation is predicted and the degree of nonlinear
enhancement is somewhat dilimished. In repect of both of these effects, the
influence of particle size is similar to the influence of the correlation length. Fur-
thermore, the effects of particle size and correlation length on both linear and

nonlinear HCM constitutive parameters are found to be cumulative.
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Chapter 4

Third order considerations

4.1 Overview

The strong—property—fluctuation theory (SPFT) provides a sophisticated means
of estimating the effective constitutive parameters of a homogenized composite
material (HCM), which takes account of the statistical distribution of the compo-
nent particles. We present an extended version of the third—order SPFT in which
the component particles are represented as depolarization regions of nonzero vol-
ume. Numerical results are provided for a bianisotropic homogenization scenario
wherein the HCM is a Faraday chiral material. Thereby, convergence of the ex-
tended SPF'T at the second—order level of approximation is demonstrated within

the long—wavelength regime.

4.2 Strong{prop erty{uctuation theory

4.2.1 Comp onent materials

Two particulate component materials are considered. The particles which com-
prise each component material are assumed to be spherical. The distributional
statistics of the component phases are as described in (1.3.3) with U = 1. In this
Chapter we consider the third—order SPFT in which the two—point covariance

function (1.30) and the three—point covariance function (1.31) are adopted.
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4.2.2 Homogenised comp osite material

The constitutive dyadic of the HCM, as estimated by the nth—order SPFT, is
given by [8] (1.40) Herein, the constitutive dyadic K _ characterizes a com-
parison material whose constitutive parameters are provided by the Bruggeman
homogenization formalism.

The depolarization dyadic D, _ () in (1.40) represents the electromagnetic
response of a spherical particle of radius , immersed in the comparison material.
It is defined as (1.27) with G __(r) being the dyadic Green function of the com-
parison material [2, 3, 42]. For convenience, D, :Cm( ) is expressed as the sum
of two parts [50]: (1.27) where 2?=cm represents the contribution to the depolar-
ization arising from component particles in the limit — 0, whereas szocm( )
represents the depolarization contribution arising from the nonzero volume of
the component particles. Often in homogenization studies the Qrzocm( ) contri-
bution is neglected, but recent studies have highlighted the significance of this
contribution, particularly in the context of scattering losses [50, 51]. The con-
ventional SPFT incorporates szcm only as the depolarization dyadic, whereas
the extended SPFT accommodates both 2?=cm and Qrzocm( ). The mathematical
expressions for Q?zcm and Qrzocm( ) are complicated, especially for bianisotropic
HCMs, but integral representations are available which can be straightforwardly
evaluated using standard numerical techniques [29]. These integral representa-
tions are provided in the Appendix.

The mass operator term é[”]( ;L) appearing in (1.40) vanishes for the zeroth—

and first-order versions of the SPFT [4] ; i.e.,

x0 =z =0 (4.1)

By implementing the two—point covariance function (1.30), the second—order mass

operator term is given by [8] (2.21) with the polarizability density dyadics

h i
x() = it K K, - 1+iD_ () K -K_ i (42

—| =cm —cCcm
where ~ = a;b. The three—point covariance function (1.31) yields the third—order
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mass operator term [25]

¥ L) =

B h
L+ e x () YO x (O D%, 0 (@)

+D70 (L) ex ()-N¥() + D70 (L) -x ()-8 (L) ~x ()
where
V()= Kr-D_ () (4.4

4.3 Numerical studies

We now apply the extended third—order SPFT presented in §4.2 to a specific
bianisotropic homogenization scenario. The constitutive parameters of the HCM
are provided by evaluating (1.40) with (4.1) for the zeroth-order (and first—order)
SPFT, (2.21) for the second-order SPFT, and (4.3) for the third-order SPFT. As
an illustrative example, let us consider the homogenization of (i) a magnetically—

biased ferrite material described by the constitutive dyadic [3§]

2 3
o al 0
0 1
X g 0
K = (4.5)
0 oB-ig 3 0
o 0 :

and (ii) an isotropic chiral material described by the constitutive dyadic [17] (2.23)
The parameter in (4.5) provides a means of varying the constitutive contrast be-
tween the component material phases. The constitutive relations of the resulting
HCM — which is known as a Faraday chiral material — are rigorously established
[31, 32]. The constitutive dyadic of the HCM, as estimated by the nth—order
SPFT, has the general form (2.31) An HCM of the same form also arises from
the homogenization of a magnetically—biased plasma and an isotropic chiral ma-

terial [34, 43]. Bearing in mind that the third—order SPFT is established only for
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bianisotropic materials which are weakly anisotropic [25], we select the following
representative values for the constitutive parameters of the component material
phases: 5 = 1:2410:02, X = 3:5410:08, ¢ = 0:7410:005, Z = 3:0+i0:06;
b= 2:5+10:1, p=14i0:07and , = 1:75+10:09. Results which are qualitatively
similar to those presented here were observed — in further studies not reported
here — when different values were selected for the constitutive parameters of the
component materials.
In the following numerical studies, the correlation length L is fixed! for each
value of considered, while the particle size parameter varies from 0 to L=2. In
order to conform to the long—wavelength regime under which the SPFT estimates

of the HCM parameters are derived, the value of L is selected such that the scalar

Q < 1, where

max {| 1

Q- 22|i | sls | 4} L (4.6)

HCM. For simplicity, we choose the wavenumbers associated with propagation

along the Cartesian z axis [42]; i.e.,

P P g g 2
_ X X X
1=k, Hcv T Hewm Hcv T HcM — HcM — Hcwm
p
_ X g ! X g X g =
2=ki — Yewm t Hew HcmM T HcM — HCM — HCM
; : (@7
=k X 9 ! X 9 + X 9
3— Ro HCM HCM HCM HCM HCM HCM
D
_ Kk P — g P —x — 3 Lox 9 ,
4 =K HCM HCM HCM HCM HCM HCM

All numerical calculations were carried out using an angular frequency ! =
2 x 10% rads ! with the volume fraction fixed at f4 = 0:3. Only a selection
of representative numerical results are presented here in this Chapter; further
graphical results are presented in Appendix 3.

The zeroth—, second— and third—order SPFT estimates of the HCM constitu-
tive parameters Y com, nem and Fcow are plotted against the size parameter

in Figure 4.1 for the case where = 10. Here, the correlation length is set at

1This appliesto the second{orderand third{order SPFT calculations; L doesnot feature in
the zeroth{order SPFT.
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L = 0:45 mm, in order that Q = 0:1 at = L=2. The third—order estimates of
the real and imaginary parts of Ycom, pow and Zoy increase steadily as

is increased, as do the zeroth—order and second—order estimates, but the differ-
ence between the third-order estimates and the second-order estimates remains
very small for all values of . In contrast, there are plainly significant differ-
ences between the second-order and zeroth-order estimates. Furthermore, the
difference between the zeroth— and second-order estimates increases in magni-
tude slightly as the the size parameter increases. The corresponding graphs
for the permittivity and magnetoelectric constitutive parameters of the HCM are
qualitatively similar to those graphs presented in Figure 4.1. Accordingly, these

are not displayed here.

0.45
0.4
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Figure 4.1: Real (left) and imaginary (right) parts of the HCM constitutive pa-
rameters oy plotted against (mm) for = 10. Key: dashed curve is the
zeroth—order SPFT estimate; broken dashed curve is the second—order SPFT

estimate; and solid curve is the third—order SPFT estimate.
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Plots of fcm» pom and Fow versus  for the cases where = 20 and 30
are shown in Figures 4.2 and 4.3, respectively. The correlation lengths L = 0:34
and 0:28 mm were used for the calculations of Figures 4.2 and 4.3, respectively,
thereby resulting in Q = 0:1 at = L=2. As is the case for = 10, the second—
order estimates are plainly different to the zeroth-order estimates for = 20
and 30. The differences between second—order and third—order estimates of the
real and imaginary parts of the HCM constitutive parameters increase slightly
as increases, but they remain small for all values of . The corresponding
permittivity and magnetoelectric constitutive parameters of the HCM exhibit
trends which are qualitatively similar to those shown in Figures 4.2 and 4.3 for

the HCM magnetic constitutive parameters.

08
0.7
,E 06
Eos

0.4
0.3

n - (mm)

0.06

0.05

§ 0.04
o

£ 003

0.02

0.01

0 0.025 0.05 0.075 0.1 0.125 0.15
n o (mm n - (mm)

6
0 0.025 0.05 0.075 0.1 0.125 0.15 0 0.025 0.05 0.075 0.1 0.125 0.15
h HmiL n (mm

Figure 4.2: As Figure 4.1 but for = 20.
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Figure 4.3: As Figure 4.1 but for = 30.
4.4 Concluding remarks

It is demonstrated by our numerical studies in §4.3 (and in further studies not
presented here) that the extended SPFT at the third—order level of approxima-
tion does not add significantly to the HCM estimates yielded by the second—order
extended SPFT. The differences between second—order and third—order estimates
of the HCM constitutive parameters are very small for all values of the size pa-
rameter investigated, even when the constitutive contrast between the component
materials is as large as a factor of 30. Significant differences between the second—
and third-order estimates arise only when (i) the correlation length and/or size
parameter become similar in magnitude to the electromagnetic wavelength(s);
and/or (ii) the constitutive contrast between the component materials becomes
enormous. In the case of (i) the bounds imposed by the long—wavelength regime

are exceeded, while in the case of (ii) the contrast between the polarizability
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density dyadics x and X, is likely to become strong. In either scenario the
—a =

basic assumptions underlying the long-wavelength SPFT are violated [8, 25]. We

therefore conclude that the extended SPFT converges at the second—order level

of approximation for bianisotropic HCMs which are weakly anisotropic.

61



Chapter 5

Conclusions and further work

Recent advances in the science and engineering of materials and metamaterials
[39] serve to further emphasize the pressing need for accurate and convenient
theoretical methods to estimate the effective constitutive parameters of complex
materials. In this regard, the SPFT represents an important step forward as it
takes into account details of the statistical distribution of the constituent parti-
cles, unlike more conventional approaches to homogenization. In this thesis, the
SPET is developed further through the incorporation of depolarization dyadics
which represent particles of small, but not vanishingly small, spatial extent.

It has been demonstrated that depolarization regions of nonzero volume can
have a significant influence in linear bianisotropic HCMs and weakly nonlinear
HCMs. The effect for linear HCMs is generally an increase the predicted losses
associated with the HCM, which manifests itself as an increase in the magnitude
of the imaginary parts of the HCM constitutive parameters. For weakly nonlinear
HCMs, the degree of nonlinear enhancement is somewhat diminished by taking
the size of the depolarization region into account. Furthermore, it has been
demonstrated for a wide class of complex HCMs, that convergence of the SPFT is
achieved at the second—order level of approximation when nonzero depolarization
volumes are taken into account.

Several possible topics for future work are suggested by the work of this the-
sis, both in terms of further theoretical developments and applications. On the

theoretical side, convergence of the SPFT for weakly nonlinear HCMs has yet to
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be established, even in the case where depolarization volumes are taken to be
vanishingly small. On the side of applications, it would be of interest to consider
the effect of nonzero depolarization volume for exotic HCM-based metamaterials
which exhibit negative refraction. Some initial studies have already been reported

in this area [56].
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Appendix A

Linear bianisotropic composites

In this Appendix we provide additional graphs to supplement those already pre-

sented in Chapter 2. See Chapter 2 for a discussion of these.
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Appendix B

Weakly nonlinear anisotropic

composites

In this Appendix we provide additional graphs to supplement those already pre-
sented in Chapter 3. See Chapter 3 for a discussion of these.
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Figure B.1: The HCM relative linear permittivity and nonlinear susceptibility

parameters plotted against f,, calculated for =L =0. Key: 5 =,and *= 4

dashed curves; yo =, and Y= , broken dashed curves; and D=oand *= 4
solid curves. Component phase parameter values: 5 = 2 ,, a1 = 9:07571 X
10 2 ,m?V 2 p= =12, U =1, U, = 3 and U, = 15. For more details

please see page 50.
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Figure B.3: Real and imaginary parts of the HCM linear permittivity and nonlin-
ear susceptibility parameters ’§’;* and Y plotted against L (in nm) and =L,
calculated for f5 = 0:3. Component phase parameter values as in Fig. 3.1. For

more details please see page 52.
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Appendix C

Third order considerations

In this Appendix we provide additional graphs to supplement those already pre-

sented in Chapter 4. See Chapter 4 for a discussion of these.
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94



- 0.2
4.375
435 =0.18
: 2
© 4.325 w
e Eois
4.275
425 »
0 0.05 01 0.15 02
h Hwl
0.005
0.013
0.012 oo
§ o mg 0.003
% 0.01 :
€ 0.009 e
o oot |
o e .1 N—
_________________________________ O
0 0.05 0.1 0.15 0.2 5 . . - _
n (mm) h
44 .
4.375
s 435 »
% g
T 4.325 ;
i £
x 43 — 0.16
4.275
ol I ol ‘
I T et —
0 0.05 0.1 0.15 0.2 0 0.05 0.1 0.15 02
o n (mm

Figure C.1: continued

95



15
1.475
1.45
: 3014
é 1.425 :
- - 0.12
1.375 -
1.35
0.055 .
0.012
- 0.01
é o2 0.008
%5 0.045 5o
: € 0.006
0.04 vol I
—————————— 0.002 b
Yl Dy :
0 0.05 0.1 0.15 0.2 0 0.05 0.1 0.15 02
o h (mm)
1.46
1.44
: 1.42
< 14
Q
r 1.38
1.36 N
e e
Y
1.32 0 . } ~ -
n (mm

Figure C.1: continued

96




0 0.025 0.05 0.075 0.1 0.125 0.15
h HmL

0 0025 005 0.075 0.1 0.125 0.15

n (mm)
0.06
0.05
cll 5o
022 [ ===
g 810_03
| =
0.2 :
N :
_______________________________ |
0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm)

0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm

0 0.025 0.05 0.075 0.1 0.125 0.15
n o (mm

6
0 0.025 0.05 0.075 0.1 0.125 0.15
h HmiL

Figure C.2: As Figure C.1 but for = 20. For more details please see page 59.

97



0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm

0.022
0.02
0.018

T 0.016
& 0.014
0.012
0.01
0.008

0 0.025 0.05 0.075 0.1 0.125 0.15
h HmiL

0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm

0.012
0.01
- 0.008

HCI

o

0.006

Im e

0.004
0.002

0 0025 005 0.075 0.1 0.125 0.15

n (mm)

0
0 0.025 0.05 0.075 0.1 0.125 0.15

N (mm

0 0.025 0.05 0.075 0.1 0.125 0.15
h Hmnh

Figure C.2: continued

98




2.2

2.1

Re &fiem
N

1.9

1.8

0.07
0.065
0.06

% 0.055
& 0.05
0.045
0.04

0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm

0 0.025 0.05 0.075 0.1 0.125 0.15
h HmiL

0.4

0.35

0.025

0.02

0.015

Im &fem

0.01

0.005

0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm)

0
0 0.025 0.05 0.075 0.1 0.125 0.15

N (mm

21
§ 2
w3
€19

18

0 0.025 0.05 0.075 0.1 0.125 0.15 01 0 0.025 0.05 0.075 0.1 0.125 0.15
n (mm h Hml
Figure C.2: continued

99



8.75
8.5
8.25

X
Im Liiem

& 775
75
7.25

0 0.02 0.04 006 008 0.1 012 0.14 0 002 004 006 008 0.1 012 0.14
h HwmL n (mm

0.07
0.06
0.05

0.26

0.24

0.22
.

g 02 E 003

0.04

0.18 0.02

- 0.01

016 | T

0 0.02 0.04 0.06 008 0.1 012 0.14 0 002 0.04 0.06 008 0.1 0.12 0.14
n (mm h HmL

8.5
8.25

7.75
7.5

Re uficm

7.25

0 002 004 006 008 0.1 012 0.14 0 002 004 006 008 01 012 014
n (mm n (mm)

Figure C.3: As Figure C.1 but for = 30. For more details please see page 60.

100



64 0 0.02 0.04 006 008 0.1 012 0.14 0 002 004 006 008 0.1 012 0.14
h HmL n Hmn

0.015
0.0125
0.01
0.0075
0.005
0.0025

1 mefau

0
0 0.02 0.04 006 008 01 0.12 0.14 0 0.02 0.04 006 0.08 0.1 012 0.14
n(mm) h Hmrl

0 002 004 006 008 0.1 012 0.14 0 002 004 006 008 01 012 014
n (mm n (mm)

Figure C.3: continued

101



0O 002 004 006 008 01 012 0.14
n (mm)

0 002 0.04 006 0.08 01 012 0.14
n (mm

0 002 004 006 008 01 012 0.14
h HmiL

Figure C.3:

102

X
I mx{iom

0.03
0.025
0.02

W
£ 0.015
0.01

0.005

0 0.02 004 006 0.08 01 0.12 0.14
h HmL

0 002 004 006 008 01 012 014
n (mm)

0 002 004 006 008 0.1 012 0.14
n o (mm

continued



Bibliography

1]

A. Lakhtakia (ed.), 1996, Selected Papers on Linear Optical Composite Ma-
terials, (Bellingham WA, USA: SPIE Optical Engineering Press).

B. Michel, 1997, A Fourier space approach to the pointwise singularity of an
anisotropic dielectric material, Int. J. Appl. Electromagn. Mech. 8, 219-227.

B. Michel and W.S. Weiglhofer, 1997, Pointwise singularity of dyadic Green
function in a general bianisotropic material, Arch. Elekron. Ubertmg., 51,

219-223; erratum 1998, 52, 31.

L. Tsang, J.A. Kong, & R.W. Newton, 1982. Application of strong fluctua-
tion random medium theory to scattering of electromagnetic waves from a

half-space of dielectric mixture. IEEE Trans. Antennas Propagat.30, 292—
302.

7.D. Genchev, 1992, Anisotropic and gyrotropic version of Polder and van

Santen’s mixing formula, Waves Random Media, 2, 99-110.

N.P. Zhuck, 1994, Strong-fluctuation theory for a mean electromagnetic field
in a statistically homogeneous random material with arbitrary anisotropy of

electrical and statistical properties, Phys. Rev. B, 50, 15636-15645.

B. Michel and A. Lakhtakia, 1995, Strong—property—fluctuation theory for

homogenizing chiral particulate composites, Phys. Rev. F, 51, 5701-5707.

T.G. Mackay, A. Lakhtakia and W.S. Weiglhofer, 2000, Strong—property—
fluctuation theory for homogenization of bianisotropic composites: formula-

tion, Phys. Rev. E, 62, 6052-6064; erratum 2001, 63, 049901.

103



[9]

[10]

[14]

[15]

[16]

[17]

[18]

[19]

J.D. Jackson, 1999, Classical Electrodynamics. 3rd Ed.,American Associa-
tion of Physics Teachers, 67, 841-842.

A. Lakhtakia, 1993, Frequency-dependent continuum electromagnetic prop-
erties of a gas of scattering centers, in: M. Evans and S.Keilich (eds.), Modern
Nonlinear Optics, Part 2. Advances in Chemical Physics Series,85 (2) (184
ref.), 311-359.

W.S. Weiglhofer, 1998, A perspective on bianisotropy and Bianisotropics’97,
Int. J. Appl. Electomagn. Mech. 9, 93-101.

P. Padley,1956, Some Aspects of Diffraction Theory and their Application

to the Ionosphere. Reports on Progress in Physics.19 188-267.

W.S. Weiglhofer, 1995, Frequency-dependent dyadic Green functions for
bianisotropic media, in: T.W. Barrett and D.M. Grimes (eds.), Advanced

Electromagnetism: Foundations, Theory, Applications. 376-389.

T.G. Mackay, A. Lakhtakia, W.S. Weiglhofer, 2001, Third-order implemen-
tation and convergence of the strong-property-fluctuation theory in electro-

magnetic homogenization, Phys.Rev. E, 64 066616.

W.T. Doyle , 1989, Optical properties of a suspension of metal spheres Phys.
Rev. B 39 9852-9858

C.E. Dungey, and C.F. Bohren, 1991, Light scattering by nonspherical par-
ticles: a refinement to the coupled—dipole method, J. Opt. Soc. Am. A, 8,
81-87.

M.T. Prinkey , A. Lakhtakia and B. Shanker ., 1994 On the extended
Maxwell-Garnett and the extended Bruggeman approaches for dielectric-

in-dielectric composites Optik 96 25-30

B. Shanker and A. Lakhtakia , 1993, Extended Maxwell Garnett model for
chiral-in—chiral composites J. Phys. D: Appl. Phys. 26 1746-1758

B. Shanker , 1996, The extended Bruggeman approach for chiral-in—chiral
mixtures J. Phys. D: Appl. Phys. 29 281-288

104



[20]

[21]

[22]

23]

[24]

[26]

28]

W.S. Weiglhofer, A. Lakhtakia and B. Michel, 1997, Maxwell Garnett and
Bruggeman formalisms for a particulate composite with bianisotropic host
material, Micro. Opt. Technal. Lett. 15, 1263-266 (1997); erratum 22, 221
(1999)

B. Michel, A. Lakhtadia and W.S. Weiglhofer,1998, Homogenization of linear
bianisotropic particulate composite media - Numerical studies, Int. J. Appl.

FElectromag. Mech. 9, 167-178 (1998); erratum 10, 537-538 (1999).

U. Frisch, 1970, Wave propagation in random media, Probabilistic Methods in
Applied Mathematics , A.'T. Bharucha-Reid (ed.), (London, UK: Academic
Press), 1, 75-198.

Y.A. Ryzhov, and V.V.Tamoikin, 1970, Radiation and propagation of elec-
tromagnetic waves in randomly inhomogeneous media, Radiophys. Quantum

Electron., 14, 228-233.

L. Tsang, and J.A. Kong, 1981, Scattering of electromagnetic waves from
random media with strong permittivity fluctuations, Radio Sci., 16, 303—

320.

T.G. Mackay, A. Lakhtakia and W.S. Weiglhofer, 2001, Ellipsoidal topol-
ogy, orientation diversity and correlation length in bianisotropic composite

materials, Arch. Elekron. Ubertrag., 55, 243-251.

T.G. Mackay, A. Lakhtakia and W.S. Weiglhofer, 2001, Homogenisation of
similarly oriented, metallic, ellipsoidal inclusions using the bilocally approx-

imated strong—property—fluctuation theory, Opt. Commun., 107, 89-95.

L. Tsang, J.A. Kong, and R.W. Newton,1982, Application of strong fluctu-
ation random medium theory to scattering of electromagnetic waves from

a half-space of dielectric mixture,” IEEE Trans. Antennas Propagat. 30,
292-302.

W.S. Weiglhofer, 1993, Analytic methods and free-space dyadic Green’s
functions, Radio Sci., 28, 847-857.

105



[29] W.H. Press, B.P. Flannery, S.A. Teukolsky, & W.T. Vetterling, 1992, Nu-
merical recipes in fortran, 2nd. ed. Cambridge, UK: Cambridge University

Press.

[30] B. Michel, 2000, Recent developments in the homogenization of linear bian-
isotropic composite materials, in Electromagnetic Fields in Unconventional

Materials and Structures, O.N. Singh and A. Lakhtakia (eds.), 39-82.

[31] N. Engheta, D.L. Jaggard, and M.W. Kowarz, 1992, Electromagnetic waves
in Faraday chiral media, IEEE Trans. Antennas Propagat., 40, 367-374.

[32] W.S. Weiglhofer and Lahktakia, A., 1998, The correct constitutive relations
of chiroplasmas and chiroferrites, Microw. Opt. Technol. Lett., 17, 405-408.

[33] C.M. Krowne, 1984, Electromagnetic theorems for complex anisotropic me-

dia, IEEE Trans. Antennas Propagat. 32, 1224-1230.

[34] W.S. Weiglhofer, Lahktakia, A. and B. Michel, 1998, On the constitutive
parameters of a chiroferrite composite material, Microw. Opt. Technol. Lett.,

18, 342-345.

[35] J.V. Kranendonk, and J.E. Sipe, 1977, Foundations of the macroscopic elec-
tromagnetic theory of dielectric media, in Progress in Optics, E. Wolf (ed.),

(Amsterdam, The Netherlands: North-Holland), Vol. XV, pp245-350.

[36] T.G. Mackay, and A. Lakhtakia, 2008, Electromagnetic fields in linear bian-

isotropic materials, Progress in Optics, (to appear)

[37] B. Shanker, and A. Lakhtakia, 1993, Extended Maxwell Garnett formalism
for composite adhesives for microwave-assisted adhesion of polymer surfaces,

J. Composite Mater., 27, 1203-1213.

[38] B. Lax, K.J. Button. 1962, Microwave ferrites and ferrimagnetics. New York:
McGraw—Hill.

[39] R.M. Walser, 2003, Metamaterials: an introduction, in Introduction to Com-
plex Mediums for Optics and FElectromagnetics, W.S. Weiglhofer and A.
Lakhtakia (eds.), (Bellingham, WA, USA: SPIE Press), 295-316.

106



[40]

[41]

[42]

[43]

[44]

[45]

[46]

T.G. Mackay, 2005, Linear and nonlinear homogenized composite materials

as metamaterials, Flectromagnetics, 25, 461-481.

L. Ward, 2000, The Optical Constants of Bulk Materials and Films, 2nd.
edition, (Bristol, UK: Institute of Physics).

T.G. Mackay, 2004, Depolarization volume and correlation length in the
homogenization of anisotropic dielectric composites, Waves Random Media

, 14, 485-498; erratum 2006.

W.S. Weiglhofer and T.G. Mackay, 2000, Numerical studies of the con-
stitutive parameters of a chiroplasma composite material, Arch. FElekron.

Ubertrag., 54, 259-265.

A. Lakhtakia, 2001, Application of strong permittivity fluctuation theory
for isotropic, cubically nonlinear, composite materials, Opt. Commun. 192,

145-151 .

T.G. Mackay, A. Lakhtakia, and W.S. Weiglhofer, 2002, Homogenisa-
tion of isotropic, cubically nonlinear, composite materials by the strong—

permittivity—fluctuation theory: third—order considerations, Opt. Commun.

204, 219-228.

T.G. Mackay, A. Lakhtakia, and W.S. Weiglhofer, 2003, The strong—
property—fluctuation theory for cubically nonlinear, isotropic chiral compos-

ite materials, Electromagnetics 23, 455-479.

T.G. Mackay, 2003, Geometrically derived anisotropy in cubically nonlinear
dielectric composites, J. Phys. D: Appl. Phys. 36, 583-591.

W.S. Weiglhofer, 1999, Electromagnetic field in the source region: A review,
Electromagnetics 19, 563-578.

R.W. Boyd, 2003, Nonlinear Optics, 2nd. edition, Academic Press, London .

J. Cui, & T.G. Mackay. 2007. Depolarization regions of nonzero volume in
bianisotropic homogenized composites. Waves Random Complex Media 17

269-281.

107



[51]

[52]

[53]

[54]

[55]

[56]

J. Cui, & T.G. Mackay. 2007. Depolarization regions of nonzero volume for
anisotropic, cubically nonlinear, homogenized nanocomposites. J. Nanopho-

tonics 1:013506.

W.S. Weiglhofer, 1998, Electromagnetic depolarization dyadics and elliptic
integrals, J. Phys. A: Math. Gen. 31, 7191-7196.

M.N. Lakhtakia and A. Lakhtakia, 2001, Anisotropic composite materials
with intensity—dependent permittivity tensor: the Bruggeman approach,

Electromagnetics 21, 129-138.

R.W. Boyd, R.J. Gehr, G.L. Fischer, and J.E. Sipe, 1996, Nonlinear optical
properties of nanocomposite materials, Pure Appl. Opt. 5, 505-512.

H.B. Liao, R.F. Xiao, H. Wang, K.S. Wong, and G.K.L.. Wong, 1998, Large
third—order optical nonlinearity in Au:TiO, composite films measured on a

femtosecond time scale, Appl. Phys. Lett. 72, 1817-1819.

A. Lakhtakia and T.G. Mackay, Negative phase velocity in isotropic
dielectric-magnetic media via homogenization: Part II, Microw. Opt. Tech-

nol. Lett. 48, 709-712, 2006.

108



